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THERMOPLASTIC HOSES OL7 MARINE SERIES
         从70 bar 到250 bar

符合或超过SAE 100R7标准的纺织增强型OL7 MARINE系列软管的技术特点
Technical features of the OL7 MARINE series hoses with textile reinforcement meeting or exceeding SAE 100R7 standard

技术构造特征:
热塑性聚酯内芯，聚酯纤维增强，船用抗磨损聚氨酯外
层，抗紫外线，耐微生物。

应用：
OL7 MARINE系列软管是为高压海洋环境中的液压应用而设
计的。这种类型的软管在低温下也提供了更好的弹性，特
别推荐用于操作机器和在低温下工作的升降机。

 
 

使用温度:
从–54°C 到+100°C
空气、水和含水液体的最高工作温度：+ 70°C。
(+158°F)

工作压力:
安全比例1；4

真空等级:
0.93 bar

规格说明：
这些软管符合或超过标准SAE J517 ec.SAE
100R7-ISO3949.
* 劳氏船级社认可的软管(型式认可)。

Technical-constructive features:

exterior covering in MARINE antiabrasion polyurethane, stabilized to UV 
rays and resistant to micro-organisms.

Applications:
The OL7 MARINE series hoses have been created for hydraulic 
applications in MARINE environments at high pressure. This type of hoses 

recommended  for  utilizations  on  operating  machines  and  lift  trucks 
working at low temperatures.

Utilization temperature:
From –54°C to + 100°C    

+ 70°C (+158°F)

Working pressure:
Safety ratio 1:4

Vacuum Rating: 
0,93 bar

These hoses meet or exceed standards SAE J517 sec. SAE 100R7 - ISO 
3949.

* Approved hoses (TYPE APPROVAL) by Lloyd’s Register.

数据表-热塑性软管OL7 MARINE系列
ATA SHEET - THERMOPLASTIC HOSES OL7 MARINE SERIES
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压力在 23°C
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(inch)
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(mm)

外径
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(inch)
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）爆破（最小
min. Burst

(bar)

工作（最大）
Working max. 

(bar)

弯曲（最小）
min. Bend

(mm)

重量
Weight
(g/m)

金属箍
代码

Ferrule
Code

OL717000 BP18R757122309208.50.3353.51/8"

OL78947000 BP532R7582525010008.90.3504.05/32"

OL727000 BP316R7733021084010.00.3944.83/16"

OL737000 BP14R7903520080011.80.4656.41/4"

OL747000 BP516R7V1284519076014.30.5638.05/16"

OL757000 BP38R7V1555517570016.00.6309.73/8"

OL767000 BP12R7V2197514056020.30.79913.01/2"

OL777000 BP58R7V27712010542023.50.92516.05/8"

OL787000 BP34R7V3301459036026.51.04319.23/4"

OL797000 BP1R7V4032007028033.61.32225.61"

*
*
*
*
*
*
*
*

弯曲（最小）

min. Bend
(inch)

0.47

0.98

1.18

1.38

1.77

2.17

2.95

4.72

5.71

7.87




